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by the Geological Survey im 1948, Fort Defiance is on the Navajo Indian
fReservatiog,~in,thp\eastscantralgpartrof 4pache County, arizona. ‘

.+ ~The geologic section exposed in the area ranges from pre-Cambrian
. quartzite uypward through Permian, Triassic, Jurassic, and Cretaceous

- sedimentary rocks. The beds dip to the ecast.
~are underlain by Quaternary alluvium,

- infiltration gallery in the alluvial £ill of Bonito Creek. Scouring in

the bed of the creek has lowered the level of the f£ill and decreased the
The possibility was considered of construct-

- productivity of the gallery.
. ing a'low dam, which would be keyed into the rocks underlying the £ill,

- This dam would impound the underflow in the fill and increase the yield
~ of the gallery, but the cost probably would be excessive, '

would not exceed 25 gallons per mimite, and the depth would have to be
greater than 1,500 feet. : ’ :

- The most practicable method of procuring additional water would be
- %o develop and utilize the flow from two artesian s
_ the lower member of the Cutler formation (Permian) in the area,

The
;kquaiity‘of the;water\from;these springs is suitable for domestic

use.

; Bonito7spring;7the larger of the two, occurs in the bed of Bonito"f;
Creek about a mile upstream from the infiltration gallery, in an area

~8lluvial £il1, If a calsson were constructed in the £ill at the spring, .
it is estimated that about 200 gallons per minute could be withdrawm by

indicated that as much as 500 gallons per mimuite might be obtained if all
the water from the spring could be collscted into a caigson and pumped
;frbm’an‘eievatipn 10 feet lower than the existing outlet of the spring.

imite from the lower member of the Cutler formation in a wash tributary

o Bonito Oreek. Water from the spring could be collected into a pipe
ine and would flow. by gravity to FortuDefiance.‘, ,

;qffBonito\Qréek%andkreduce‘the‘supply‘of ground water now available to
the infiltration gallery.

1. Construct a caisson at Bonito Spring and withdray water by

able at the infiltration gallery.

aisgon.ffThis wquld,re&uce the amount of water available at the gallery.

nfxffThe iﬂvestigatioh showed that it would not be'adviéable to obtain
water for Fort Defiance by drilling a well. The yield from & well probably

gravity flow. Calculations based on measurements of the spring discharge °

: Supai Spring, the Smalier\of the two, prdduces about 75 galions pér \

 ,$¢;:Thé‘gfcunafwatér”resadrCes°o£1€he Eort,befiénce;ﬁrea were inVeétigatéd?¥j5w¢

The streams in the area i 17?k 

?7‘,"ﬂ The existing supply of water for Fort Defiance is obtained from an

prings that issue from

. where the lower member of the Cutler formation is overlain by 10 feet of ,'

AR

1 . Tull use of the water from both springs would decrease the underflow
.~ Development of the springs could be accomplished‘iw,*
in three stages, depending‘on the amount of water needed by the communityz“

jgravityfflow; ‘This would not seriously reduce the amount of water avail- =

%ﬁg;V‘Withdraw‘water>frbm,Bonito‘Spring by pumping‘from‘the proposed




o ‘ 27 .
'3, Oapture the entire flow of Supai Spring and pump from the . . ;..
- proposed caisson at Bonito_Spring;"‘This‘would'increasevthe'total-supﬁi# o

- available, by reducing the amount of water now lost by evaporation from -

. the stream bed, and by greatly reducing the underflow, part of which now

iy passes the infiltration gallery. BT o o :

Y

INTRODUCTION

[}

: Late ;”_January 1948 the'Geological Survey was requested to invéstii; L
- &ate the possibilities of obtaining additional water supplies at several
- sites on the Navajo Indian Reservation. Thig request included an investi-

gation of the water supply at Fort‘Defiance.
| L  Location

.- Fort Defiance is located at the mouth of Bonito Canyon, near the
- confluence of Bonito Creek and Black Creek, in the east~central part of
. #pache County, Arizona. The town lies on the easterh flank of the
Defiance uplift at an elevation of about 6,850 feet. The settlement was
~ established shortly after 1850, and has been contimiously occupied since
“that! time. In 1948, the population was estimated to be 1,200.

Summary of problem

The‘existing'Water.supply consists of an infiltration gallery in
© the alluvial fill of Bonito Creek, about 1 mile upstream from Fort
‘Defiance (see pl. 1). The gallery is reported to produce about 100
gallons per minute., .The water flows by gravity to Fort Defiance, from
vhere it is pumped to a 275,000~gallon- storage tank on a hill northwest
of the town.. . : - o C

Scouring. in the bed of Bonito Oreek during the past few years has
caused a lowering of the water level in the infiltration gallery. The . .
continued lowering of the water table has decreased the flow from the
gallery so that the supply during the summer months is no longer
~adequate. - The initial problem was to develop a supply of water which
would be adequaté to meet the needs, of the community at all times.

Later, a second problem was presented: To increase the supply of water
to accomodate a proposed total population of about 3,000, The additional
1,800 people would be located at a school to be tuilt on the east side of .

- Black Creek, about 3 miles east of Fort Defiance (see pl. 1). |
 Assuming a daily rate of use of 150 gallons per person, a continuous
supply of about 125 gallons per mimite would be needed to support the
‘present’ community of 1,200 .people, and a contimuous supply of about 315
gallons per mimute would be needed for 3,000 people. If it is necessary
to. pump the needed water, and if it is desirable to confine the pumping . .
to an 8-hour period each.day, the rates of supply required would be 375
‘and 950 gallons per mimute, respectively. - - R o

. _.uThieefpossible’methodsiof‘ob@aining additional water were suggested!
(1) Place a low dem across Bonito Creck below the infiltration gallery,

~to raise the water table and increase the flow from the gallery;,(E)g"w“"/"‘

drill-a well 'in the valley of Black Creek; and (3) develop and utilize
a spring in Bonito Creek about a mile upstream from the infiltration -

eallery.




i .Field work and acknowl edgments C o

b The work was done under the general supervision of S, F, ;Tui-nei:.'f_:‘ .

‘to medium-grained, dark gray, and w

' thersiinto . ang;;ar fragments, It .
-does not. produce water in the area.. R S

]ll?%i;‘st:ig‘g ‘Engineer (Ground Water). Field work was done by S. C, Brown, .
.. geologist, amd L. C.: Halpenny, engineer, during parts of March, April,
¢ July, and hagust, 1948, ~The writers are indebted to C. B, Read, of the
. Geologlc Division; J. D, Hem, of the Qality of Water Branch; and
. H..V, Peterson; of .the ‘nghnic,aq.,; Cobrdination 31"@@?&}; Water Resources
- Division, Mr. Read aselated in'ihterpreting the, éﬁi‘gt_igraﬁhy of the
“ﬁ,e"gicn"; and Mri Hem fiade the quality~of-water intérpretatiods; =
. M, Petefrsoh mdde a preliminary survey of the area;’ . "
. CHOLOGY AND GROUND-VATER EESOURCES
Geofligg:‘ formations and their 'wa.ter-bearing properties
. The geologic section exposed in the Fort Defiance area is as
. follows:. Lol ' ’ :
3 ' QUATERVARY , Recent alluvium
- TERTIARY (7)  Basalt
- CRETACEOUS - . Undifferentiated
JURASSIC ' (Morrison formation
| | ~(San Rafael group
(' Entrada sandstone
( . Cammel formation
' JURASSIO (7) N Glen Canyon group, undivided
CTRIASSIC . (Chinle formation
R o (Shinarump conglomerate
‘ PERMIAN ‘ o Cutler formation
| L - Upper member S
DeChelly sandstone member
‘ _ Lower member . ‘
. PEE-CAMBRIAN . Quartsite
Plafe 1 is a geologic map of the area and pla,t;eV 2 is a geologic
section showing the stratigraphic relations. . The scale of the map is
not sufficient to allow showing both the upper member and the DeChelly
. sandstone member of the Cutler formation ag separate units along Bonito
Creek, and therefore they are shown as a single unit. . c T
| | Pre-Cambrian rocks |
‘Approximately 100-fset of auartzite, ‘of‘,“p‘x:e‘-Cambrian,age.r is.
- exposed about 2 miles morthwest of .Fo ence, The quartzite ig fine-




. There 1s evidence that the Fort Defiance areafz‘pay be underlain by

v -granite, as several wells along the Defiance uplift have encountered

. granite ?elow the lower member of the Cutler formation, According to

. Darton,l/ a test well 64 miles northwest of Fort Defiance encountered

| granite at ]14 feet, 4 well drilled. approximately 30 miles northvest of

- Fort Defiance, near Nazlini Trading Post, encountered what was reported

. %o be granite below the member at a depth of about 800 feet. It ig ‘

- reported that water flowed from this well, and that stock which drank the

© water died.“' 'No water samples are known to have been collected before the
well was plygged. - - S - e

Permian 'rocks

4 ‘The lower member of the Cutler formation, of Permian age, lies ,
unconformably upon the pre-Cambrian quartzite. Between 300 and 350 feet
of the member is exposed in the area. It is composed of alternating beds
of fine-grained sandstone, shaly sandstone, and shale, The exposed part
of the member is dark reddish brown in color and ig heavily jointed.

.- A1l the springs observed in the area issue from solution channels @
along joints in the lower member of the Cutler formation, Two prominent '

¢ 8ets of joints, dipping almost vertically and striking N. 20° ¥, ani

N, 50° E,, were.observed in the spring areas. Water from rain and melt-
ing snow enters the member in its outcrop area and issues from the N
solution channels, The lower member of the Cutler formation is the source
of Bonito Spring (pl. 1), which issues in the bed of Bonito Cresk. The
member is overlain by 10 feet of alluvial fill at the spring, and water
from the formation is under sufficient artesian pressure to move upward
through the f£ill to the surface. Supai Spring (pl. 1) issues from the
lover member of the Cutler formation in tne small wash that enters Bonito
Creek from the west a few hundred feet north of the infiltration gallery..
The member crops out in the bed of the wash at this locality, and the ;
spring issues directly from solution channels along joints. At least four
other springs are known to issue from the lower member of the Cutler
formation within a few miles north of the Fort Defiance area., Eagt of
Bonito Creek the beds of the member dip underground, and at the school
site they lie at too great a depth to be considered of value as an

aqu.i:tfer."‘ C

The DeChelly sandstone member of the Cutler formation is massive, SURRE
highly cross bedded, fine- to coarse~grained, and light to medium red in e
color. The sandstone ranges from 100 to 150 feet in thickness, and is o
- exposed in the lower part of the east wall of Bonito Canyon, ‘

, In other parts of the region this sandstone is generally a good
aquifer, although near Fort Defiance the small outcrop area limits
recharge. The sandstone probably lies at least 1,900 feet below the land
surface at the proposed school site 3 miles east of Fort Defiance. It ig -
doubtful whether the needed supply of water could be obtained from the .
DeChelly sandstone member at the school site, as the recharge area is

‘limited and the water-bearing properties are unknown. Therefore, the
cost of drilling a test well to the depth at which the member lies pro-
bably would not be warranted. C : : l

. Darton, N. H., A resume of Arizona geology: Univ. Arizona ‘Bull, 119,

.p. 86,1925, DRI Lo o
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upon the DeChelly sandstone member. ' The exposure at Fort Defiance is in
-the' same stratigraphic position as the Hoskinnini tongue of the Cutler
formation of Momument Valley, Uteh,2/ and the Moenkopi formation of the
Black Mesa Basin of Arigona, In Bonito Canyon the upper member consists of
150" to- 200 feet of alternating beds of magsive, slightly cross bedded sand-
_stone with depositional breaks at intervals. of approximately 25 feet. The
sandstone is fine- to coarse-grained, and the color ranges from light gray
‘and buff to light red brown on the weathered surface. This member is
overlain unc7nforma.bly by the Shinarump conglomerate, of Triassic age,

€. B. Read,i of the Geologic Division, has indicated that the lower 80 to

| 100 feet of what is described here as the upper member of the Cutler forma~

tion may be the equivalent of the Glorieta sandstone member of the San
Andres formation of New Mexico, and that for the Fort Defiance area this

‘sandstone member.

- 80 to 100 feet could be classified as the upper phase of the DeChelly

o 'The‘water-bearing capacity of the ﬁpper I‘nyember_of the Cutler in the

water from the member. Purthermore, the exposures are high on the east
‘wall ‘of Bonito Canyon and present a small recharge area,

Triassic rocks

S The Shinanjmp conglomerate, of ‘Triass‘;ic age, lies unconfoma.'bly upon
- the upper member of the Cutler formation and is overlain unconformadbly by

- the Chinle formation, also of Triassic age. The Shinarump conglomerate
~consists of about 30 feet of coarse-gralned sandstone and cobble conglomer~

ate. The cobbles are well rounded and are predominantly of quartzite and
‘petrified wood, : ‘ 1 o R

The outcrop area of the Shinéhmp conglomerate Occt'pies: several square

: r‘n‘:iles along the east flank of the Defiance uplift, thus presenting a good
- opporfunity for recharge. In at least one place Black Creek flows over
- exposures of the formation, affording an opportunity for recharge during

periods of stream flow. It is belisved that this formation might be water

- bearing at the school site and that a well drilled into 1t might yield as

.much as 10 to 25 gallons per mimte. - The well would. have to be at least
1,500 feet deep to reach the Shinarump conglomerate, The water probably

- would be under artesian pressure, but it is doubtful that the well would

flow.

‘ Th'e Chinle formation, of Tria/slsic‘ age, lies unconforniébly upon the.

: Shinarump conglomerate and is overlain with apparent conformity by the

Glen Canyon group. The Chinle formation consists predominantly of -

- variegated shales with occasional thin beds of sandstone and conglomerate.
.The conglomerate beds are composed of- sandstone with quartz pebbles, some
‘quartzite, and inclusions of red clay. E :

R Allimited supply of water 'might ‘be obtaii;ed from some of the sandstone
and conglomerate members of the Chinle fommation. A series of seeps total-

ing about 25 gallons.per minute issue from the formation along the unnamed -

wash south of Coal Mine Wash, ’

¢

S Bakéf, Arthur A,, Geology of the Monument Valley-Navajo Mountéin region,

Sen Juan County, Utah: U, s, Geological. Survey Bull. 865. pp. 38-Y40, 1936,

’ Reéd‘. C.‘_B..'I{érsona.l;coxvnmunica“tipn, Dec. 10, 1948,

- “".The upper member of . the Cutler formation lies with apparent COﬁfomitYl '

. Fort Defiance area is not known. ' No wells in the area are known to produce

i
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- Jurassic and Cretaceous rocks

- utilize, :

Canyon group of Jurassic (?) age, the San Rafael group, and Merrison forma-
tion of Juragsic age, and the Dakota sandstone and Mancos shale of ‘

The rocks of the Glen Canyon group probably are water bearing east of
the area studied. - Several seeps were noted at the base of the Navajo
sandstone of the Glen Canyon group, and a small part of the flow of Coal
Mine Wash may be derived from seepage out of the Navajo sandstone.. Any
water that might be found in these rocks would be costly to develop and

f
|
|
i
.
5
f

L

Tértiary (?) and Quatefnarykrogks

 Basalt of Tertiary (7) age is exposed near Black Creek in a hill

i known as Black Rock, The basalt does not yield water in this area,

"About So’feet of silt of Recent'(Qnaternary),age lies along the

_course of Bonito Creek. The creek has cut a channel through the silt and

has redeposited about 10 to 15 feet of sand and boulders. The infiltration

gallery supplying Fort Defiance has been constructed in the sand and boulder

 \fil1 at the edge of the Creek.

Recent alluvium of ﬁnknown thickness, consisting of fine-grained sand

. and clay, is exposed along the course of Black Creek., There are a few dug

wells in this alluvium north of the Fort Defiance area, tut they are

¢+ reported to produce water of very poor quality,

Structure

Yo faults were mapped ih‘the'Fort\Defiance area, although definite
evidence of a fault in the Chinle formation was observed about 3 miles

- northeast of the town. The fault could not be traced.

~ The beds 1n the Fort Defiance area, along the east flank of the :
‘uplift, dip 20 to 15° E. The strike of the beds ranges from N, 59 U, to
O'E, = : _ | .

SURFACE WATER

- Bonlto Oreek is the only perennial stream in the area. It derives

ffits water from. rainfall and melting snow and from springs which maintain _
- the low flow during the summer months, The flow of the creek is used for .

irrigation during part of the year. The creek was estimated to be flowing
from 2 to 5 second~feet at various times &uring_February and Marph 19#8- ‘

BlackHCréek, which has the largest drainage area of the‘Streams‘ih,the‘

region, derives its water from rainfall and melting snow on the Defiance .
‘uplift and in the Chuska Mountains. TFlows of 5 to B0 second-feet were .

- observed during the spring of 19&8."ExCept for flood flows, the creek is

- dry during the summer months.

s

The stratified rocks overlying the Chinle formatien include the Glen

s UL o camigs g

Cretgceous age. All these rocks erop out on the high ridge east of the. =
- 8chool site and dip toward the east. ‘ ‘ . S
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B Intermittent flow was noted in.Coal Mine Wash where the creek crossed
. successive hard-rock outcrops of the San Rafael group and the Glen Canyon
. group. This water disappeared into the alluyial fi1l of the stream a few

- feet downstream{from»each outerop, .

: A small flow was observed along the unnamed wash south of Coal Mine
Wash. A ledge of sandstone of the Chinle formation crops out beneath the
“bridge on the Window Rock road, and at that point ‘the flow was estimated o

- %o be 25 gallons per minute on &pril 30, 1948, A few feet downstreanm from

-~ the bridge the water disappeared into the alluvial fi11, .= . oo

QALITY OF VaTER -
By J. D, Hem

: Table 1 lists analyses of 13 samples of water collected in the Fort
. Defiance area. All the waters. are moderately hard, but with one exception .
- they contain only moderate amounts of dissolved matter. On the basis of -
. their dissolved solids all but one of the waters would be considered satig- .
- factory for domestic use. The water from the seep in the unnamed wash
- south of Coal Mine Wash contains excessive amounts of sodium and ‘sulfate, .
. Dprobably derived from the Chinle formation,' ‘ e

The analyses of Watar‘samﬁles'from Bonito and Supai sprihgs'iﬂdiéafé

Vﬁ‘ythe chemical character of water in the lower member of the Cutler formation

. in this area. The water from Supai Spring contains mostly calcium and N
- bicarbonate. Water from Bonito Spring is considerably higher in dissolved -
" .s0lids concentration than water from Supai Spring. The difference ig. = .
- largely in sodium, sulfate, and chloride. The differences in concentration
~at the two spring locations may be the result of one of the waters vassing
. through a portion of the member that containg larger amounts of -soluble
o matter, : . ~ U ,

 Samples taken from the infiltration gallery that supplies Fort . o
' Defiance show a considerably lower chloride concentration than the samples

“Q'from Bonito Spring.  Although some change in the composition of the under-
flow of Bonito Creek probably occurs during the year, the analyses indicate

f. that;'at the time the samples were collected, a considerable part of the

:. underflow at the infiltration gellery was derived from sources other than
. Bonito'Creek.:' o S o

, WATEB:SUEPLIES‘F

'Present Fort Defiance supply ; \
. _The infiltration gallery on Bonito Creek is parallel to the creek, at
- the base of a eliff of silty alluvial fill about 4o feet high and about 50 -
‘feet west of the stream channel. The gallery consists of three concrete
_ calssons, each about 10 feet square and about 12 feet ‘deep. The caissons
- are connected by a tunnel, from vwhich the water flows by gravity through a
- B-inch line to Fort Defiance. about 1947, in an effort to increase the '
‘”‘diminishiﬁg'discharge’from the gallery, an 8-inch diemeter hole was o
< drilled in the center of each caisson, These drill holes passed through
6 feet of fi11 in one of the caissons and through 4 feet of £ill in the
other two caissons. A4ll three holes were drilled U4 feet into the under-

flying lower member of the Cutler formation. After the holes were drilled, o
oo - ] ) ] i - R ‘

HY exTvIrre

‘ [
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- the totalydqpthlof one caisson was 22 feet and the total depth of each of o ]
- the other two was 20 feet. At the. same time, one of the ‘shallower
1_Tcaissons'was’disconnected from the flow line, so that at the time this

- report was written only two of the caissons were supplying water for T
o Fort'Defiance. \ ‘ e ‘ |

.7 It has been reported that the gallery was constructed many years ago .
“in vhat was then a Seepage area. However, no evidence of a seep or of a

- spring in the underlying lower member of the Cutler formation was found '
" there during the investigation, - : . '

. The source of the water obtained from the infiltration gallery is
believed to be underflow of Bonito Creek. The underflow is produced by
infiltration from surface flow originating in the drainage area upstream
- from the springs, and from the discharge of Bonito and Supai springs,
- During periods in which no runoff occurs, the underflow is derived from
the discharge of the springs. o S '

Bonito S’pi‘i:gg : S ‘ ‘ ' ) : [E‘:ff;}‘
" Bonito Spring issues from the bed of Bonito Creek about a mile T

©  upstream from the infiltration gallery. The water issues under artesian
' pressure from solution channels along joints in the lower member of the
- Cutler fommation and flows upward through.the overlying fine sand. The
spring furnishes a perennial supply to the stream. Part of the flow of
/- the stream is utilized for irrigation by diversion into .a canal about
- .three quarters of a mile upstream from Fort Defiance. -

There 1s little or no underflow of the creek upstream from the -
" spring, as the creek bed lies on the lower member of the Cutler formation.

©UA small amount of water may move downstream past the spring through the
. Tine silt on each side of the creek, : R -

‘ A detailed study of the spring was made during the investigation,
.- Three sets. of discharge measurements were made, and three sets of water’

. samples were collected. Probes were made with an iron bar to determine
. the thickness of fi1l overlying the hard rocks of the lower member of the
. Cutler formation. The plane table survey was extended as far as the

~ospring, ‘ .~ . ; R Coe '

o . : f

. The discharge of the spring was 265 gallons per minute on March 27, .

'1948. Later, the stream cut deeper and lowered the outlet of the spring
by 2 feet. This increased the discharge to 315 gallons per minute,

~ measured on April 22, 1948, The discharge of the spring was remeasured S

. in the summer in order to determine the minimum flow. The discharge was R

. 250 gallons per minute on July 18, 1948, at vhich time the stream channel :

- had refilled to the approximate level of March 27. L /

. The discharge measurements showed that the flow of the spring was = |
. increased by 50 gallons per mimite when the outlet was lowered by 2 feet.
/" From these data, the approximate specific capacity of the spring was
.. estimated to be 25 gallons per mimute per foot of drawdown, The prodes

- showed that the lower member of the Cutler formation-lies about 10 feet
“below the top of the sand. If all the overburden of sand were removed,
~and if water were withdrawn at the top of the lower member of the Cutler
 formation, ‘the discharge of the spring might increase to as much as 500




5>}ing. The increase in yield from the formation would be sustained only if -
- -the increased drawdoym eventually caused an increase in recharge to the
i formation or a decrease in discharge from other springs.j S IR

- Supai Sgring |

T A

Present Fbrt~Defiahce supply_

. The only method of pemanently increasing the discharge of the
iinfiltraxionvgallery would be to place a loy dam across Bonito Creek about

;' 10Q.feet downstream from the gallery. The dam should be keyed into the
. lower member of the Cutler formation, ang the crest should be about L feet

%,‘above‘the present level of the stream. The dam would eventually increase -

' the depth of fi11 at the gallery by about Y feet, and would make the dig-
- charge of the gallery less susceptible to seasonal fluctuations, . \

If adequate means could be devised to tie the dam into the Yo-foot

Al

w khigh silt walls of the stream channel, the dem would be relatively inexpen-

sive, .If the ‘dam had to be long enough to extend across the entire canyon,

!7‘the,cqst might be great, .

‘Well near school site

; The geoiogicrfieid studies led to the following conclusions with -
- Tespect to drilling a well near the school site in Black Creek Valley:

... °l, Of the underlying formations, the Shinarump conglomerate is most
likely to be water bearing, : Ll - ‘

!

R - 'The‘depth'at.which'the Shiharump pbnglomeréte would bekencduntefed
‘would be greater than 1,500 feet. e L . ,

L3, It'is,unlikely that a yield of moie,than_észgallons per mimite
could be obtained from the formation, S '

, L, Drilling a well at the school site for a pudlie supply is not
-recommended. o ; U A T

p




]

Tt 1s believed that the most practicable methed of obtaining

- redﬁce'fhe‘surface‘supp1y for irrigation,

It is not velieved that one caisson would capture all the flow of
Bonito Spring, However, if a caisson were constructed and if the water
level in it were lowered almost to the bottom by pumping, a large vart
- of the total flow of the spring could be captured. Under these conditiong,
_ the supply of water at the infiltration gallery would be reduced, because

. contributes to the underfloy of Bonito Oreek. The flow of Supai Spring
" could be collected into a pipe line and would floy by gravity to Fort

. would be reduced considerably if the procedures outlined in both of the -
© \preceding paragraphs were followed. However,’these two procedures would

..~ increase .the total supply ‘available by reducing that part of the under~ - ,
. flow that now passes the infiltration gallery and the amount of water now

lost by evaporation from the stream bed. : -

of Fort Defiance. Water from: this source would flow by gravity pipe line
- 40 the school site. Preliminary estimates indicate that about 250 :
; 'gallons‘per pimite of water of excellent quality ig available at Buell
~ Park, an investigation of that area is now in progress. '

Q‘QJ,additidnal vater in the Fort Defiance area woulg be to increase‘the dig- .




‘fTable 1. Analyses of water from Fort Defiance area. Apache County, Arlzona
R : Analyses by Geological Survey ‘ Lo
(Parts per mlllion except speciflc conductance) o ET

‘Specific S o
L R .conduct- i  iSodium B LR o BN D R
Sample - : Date of = .:Temp- - iance ~ :Cal- i Magne-. and Bicar- :Sul- iChlo- | ‘Fluo-iNi- Dis- = iTotal
~from | collection, : erature ! (Micro- |cium  sium - potassium ; bonate :fate | ride ! ride : trate: solved | hardnes$
SRR 1948 “(°F) . mhos (Ca) i (Mg) - i (Na/K) (HCG3). (soy)i-(c1) i (F) (ij),'solids’ i as CaC0
, , i : ~ jat 25%.); R S DR R : SO T Py
" Bonito ' — S B R : - : ‘ : : ci I 'E
~ Springae/ Feb. 29 2Bl i 6R8 iR i 25 i 56 280 u6 .. u.6: 2.8 382 i oua
do. i Mar, 27 Lo 656 . - 58 26 - he 272 i L3 58 = 2.6 i 368 252
do. Apr. 22 g 600 U 23 L) - 263 33 iy L300 331 i - pog
do. b/ do. Lg . 001 - - - 26l - L3 - i a7 R S
do. ¢/ do, U UhlTTTITTRRR TR 25 ite) SUZTTTITRS e T (o S -1 -
Bonito o : o : ‘ , i . S o R e
Creekd/ iMar.27 - 59 i 384 N2 17 15 - © 206 23 9.0 - 1.8 209 i 175
do,. ef - do, I 410 L6 2 - 9.7 212 28 16 - 1.6 228 206
Infiltra- ” _ SR " _ - T s
tion , - : : S : ' i R
.gallery : Feb. 29 o 471 .56-‘ 23 18 273 23 4 ;6 7.1 276 234
 do. Mar, 27 - Gy - TR S 13 I R
Seep £/ Apr. 30 . 55 1,910 130 46 265 287 185 25....1.2 -3.1.1,390 51k
do.g/ Aug. 24 - 636 69 i 19 TS 200 1170 5 .7 1.0 bog - i " pR0
Supai . : o R R , T =
' spnngg/ do, 63 8y sl 7 8.3 230 116 6 i..:B..1.5 1 213 197
. do.if do. - 343 - - - 201 - 4 - - SRR L.

f'a/ Middle part of sprlng.,b/ Upstream part of spring; c/ Downstream part of spring; d/ Upstream from spring.,
e/ Downstream from spring; f/ In wash south of Coal Mine Wash (sample taken at road ‘bridge); g/ in’ Coal Mlne Wash near
; school s:te. h/ At start of flow' 1/ At mouth of wash. :
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